






 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Part Number Connection Type Type Pin # LED Cable Length 
C12-I-F-3A 12mm Straight Female 3 No 6ft 
C12-I-F-3A-5M 12mm Straight Female 3 No 15ft 
C12-I-F-4A 12mm Straight Female 4 No 6ft 
C12-I-F-4A-5M 12mm Straight Female 4 No 15ft 
C12-I-F-5A 12mm Straight Female 5 No 6ft 
C12-I-F-5A-5M 12mm Straight Female 5 No 15ft 
C12-I-M-3A 12mm Straight Male 3 No 6ft 
C12-I-M-3A-5M 12mm Straight Male 3 No 15ft 
C12-I-M-4A 12mm Straight Male 4 No 6ft 
C12-I-M-4A-5M 12mm Straight Male 4 No 15ft 
C12-I-M-5A 12mm Straight Male 5 No 6ft 
C12-I-M-5A-5M 12mm Straight Male 5 No 15ft 
C12-L-F-3A 12mm 90º Female 3 No 6ft 
C12-L-F-3A-5M 12mm 90º Female 3 No 15ft 
C12-L-F-3B 12mm 90º Female 3 Yes 6ft 
C12-L-F-3B-5M 12mm 90º Female 3 Yes 15ft 
C12-L-F-4A 12mm 90º Female 4 No 6ft 
C12-L-F-4A-5M 12mm 90º Female 4 No 15ft 
C12-L-F-4B 12mm 90º Female 4 Yes 6ft 
C12-L-F-4B-5M 12mm 90º Female 4 Yes 15ft 
C12-L-F-5A 12mm 90º Female 5 No 6ft 
C12-L-F-5A-5M 12mm 90º Female 5 No 15ft 
C12-L-F-5B 12mm 90º Female 5 Yes 6ft 
C12-L-F-5B-5M 12mm 90º Female 5 Yes 15ft 
C12-L-M-3A 12mm 90º Male 3 No 6ft 
C12-L-M-3A-5M 12mm 90º Male 3 No 15ft 
C12-L-M-4A 12mm 90º Male 4 No 6ft 
C12-L-M-4A-5M 12mm 90º Male 4 No 15ft 
C12-L-M-5A 12mm 90º Male 5 No 6ft 
C12-L-M-5A-5M 12mm 90º Male 5 No 15ft 

       
C8-I-F-3A 8mm Straight Female 3 No 6ft 
C8-I-F-3A-5M 8mm Straight Female 3 No 15ft 
C8-I-F-4A 8mm Straight Female 4 No 6ft 
C8-I-F-4A-5M 8mm Straight Female 4 No 15ft 
C8-I-M-3A 8mm Straight Male 3 No 6ft 
C8-I-M-3A-5M 8mm Straight Male 3 No 15ft 
C8-I-M-4A 8mm Straight Male 4 No 6ft 
C8-I-M-4A-5M 8mm Straight Male 4 No 15ft 
C8-L-F-3A 8mm 90º Female 3 No 6ft 
C8-L-F-3A-5M 8mm 90º Female 3 No 15ft 
C8-L-F-4A 8mm 90º Female 4 No 6ft 
C8-L-F-4A-5M 8mm 90º Female 4 No 15ft 
C8-L-M-3A 8mm 90º Male 3 No 6ft 
C8-L-M-3A-5M 8mm 90º Male 3 No 15ft 
C8-L-M-4A 8mm 90º Male 4 No 6ft 
C8-L-M-4A-5M 8mm 90º Male 4 No 15ft 

 
 

 

Specifications 
Voltage 24-240V AC/DC 50/60Hz 
Absorption Current 4mA 
Operating Temp -10ºC - +50ºC / 14ºF - +122ºF 
Insulation IP65 – EN60529 
Switch Holding Voltage 400V 
Switch Capacity 1A 
Inrush Current 10A for 10ms 
Duty Cycle 100% ED 
Switch Life 3 x 10³ 

Part Number: XY-2000 

Time On 0.5 to 9.5 sec (0.5 sec step) 
10 to 99 sec (1 sec step) 

Indicators Green ON | Red OFF 
Termination DIN43650A / Form A 

Part Number: XY-720 
Time On 0.5 sec to 45 min 
Indicators Yellow ON 
Termination DIN43650A / Form A 

Part Number: XY-11 
Time On 0.5 sec to 120 min 
Indicators Red ON 
Termination DIN43650A / Form B 

Electrical Dump Valve Times Circular Connectors 

Circular Connectors and 
Timers

Supplied with KA132000B9 

Supplied with KA132000B9 

Supplied with KB132000B9 
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