












 

 

 
FRL Assembly Guide 
The pneuforce FRL components are able to be assembled together to make the traditional FRL assemblies using the appropriate bracket.  
Please refer to the following guide to select the correct components. 
 
Filter + Regulator + Lubricator  
 
 
 
 
 
 
 
 
 
 
 
 
Piggy Back Filter Regulator + Lubricator  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FRL Accessories

 

 

Assembly Ref Filter Bracket Regulator Bracket Lubricator 
NAC2000-01/02 NAF2000-01/02 B210L NAR2000-01/02 B210L NAL2000-01/02 
NAC3000-02/03 NAF3000-02/03 B310L NAR3000-02/03 B310L NAL3000-02/03 
NAC4000-03/04 NAF4000-03/04 B410L NAR4000-03/04 B410L NAL4000-03/04 
NAC4000-06 NAF4000-06 B510L NAR4000-06 B510L NAL4000-06 
NAC5000-06/10 NAF5000-06/10 B610L NAR5000-06/10 B610L NAL5000-06/10 

To Make This Assembly Use TWO of these “L” brackets Use this table to select the correct brackets and modules 

To Make This Assembly Use ONE of these “T” brackets Use this table to select the correct bracket and modules 

Assembly Ref Filter Regulator Bracket Lubricator 
NAC2010-01/02 NAW2000-01/02 B210T NAL2000-01/02 
NAC3010-02/03 NAW3000-02/03 B310T NAL3000-02/03 
NAC4010-03/04 NAW4000-03/04 B410T NAL4000-03/04 
NAC4010-06 NAW4000-06 B510T NAL5000-06 
NAC5010-06/10 NAW5000-06/10 B610T NAL5000-06/10 

Element Number Description 
FE2000-25 ELEMENT 2000 SERIES 25 MICRON 
FE2000-40 ELEMENT 2000 SERIES 40 MICRON 
FE2000-5 ELEMENT 2000 SERIES 5 MICRON 
FE3000-25 ELEMENT 3000 SERIES 25 MICRON 
FE3000-40 ELEMENT 3000 SERIES 40 MICRON 
FE3000-5 ELEMENT 3000 SERIES 5 MICRON 
FE4000-25 ELEMENT 4000 SERIES 25 MICRON 
FE4000-40 ELEMENT 4000 SERIES 40 MICRON 
FE4000-5 ELEMENT 4000 SERIES 5 MICRON 
FE5000-25 ELEMENT 5000 SERIES 25 MICRON 
FE5000-40 ELEMENT 5000 SERIES 40 MICRON 
FE5000-5 ELEMENT 5000 SERIES 5 MICRON 
*all elements are sintered bronze.   
For polyethylene please inquire. 

Spare Filtration Elements 

Safety Lock Out Valves 

The safety lock out valves are used to isolate machinery the 
FRL assembly is attached to from the compressed air supply.  
The relieving feature of these valves “dumps” air in the 
machinery to allow safe inspection or maintenance.  The valves 
are able to be locked in the shut off position using a padlock 
type device or maintenance lock out tool. 

Model Port Size Vent Port Suitable for connection to 
SLO2000-01 1/8NPT 1/8NPT 2000-01 series modules 
SLO2000-02 1/4NPT 1/8NPT 2000-02 series modules 
SLO3000-02 1/4NPT 1/4NPT 3000-02 series modules 
SLO3000-03 3/8NPT 1/4NPT 3000-03 series modules 
SLO4000-03 3/8NPT 3/8NPT 4000-03 series modules 
SLO4000-04 1/2NPT 3/8NPT 4000-04 series modules 
SLO5000-06 3/4NPT 3/8NPT 5000-06 series modules 
SLO5000-10 1NPT 3/8NPT 5000-10 series modules 




