




 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Part Number Dial Ø Pressure Range Port Port Position 

SEC-201L-254A 2.5" 30"Hg Vacuum 1/4NPT 

Stem Mount 

SEC-201L-254F 2.5" 160psi 1/4NPT 

SEC-201L-254N 2.5" 1,500psi 1/4NPT 

SEC-201L-254P 2.5" 3,000psi 1/4NPT 

SEC-201L-254R 2.5" 5,000psi 1/4NPT 

SEC-201L-254U 2.5" 10,000psi 1/4NPT 

SEC-202L-254A 2.5" 30"Hg Vacuum 1/4NPT 

Centre Back 
Mount 

SEC-202L-254F 2.5" 160psi 1/4NPT 

SEC-202L-254N 2.5" 1,500psi 1/4NPT 

SEC-202L-254P 2.5" 3,000psi 1/4NPT 

SEC-202L-254R 2.5" 5,000psi 1/4NPT 

SEC-202L-254U 2.5" 10,000psi 1/4NPT 

SEC-203L-254A 2.5" 30"Hg Vacuum 1/4NPT 

Panel Mount  
Centre Back 
Connection 

SEC-203L-254F 2.5" 160psi 1/4NPT 

SEC-203L-254N 2.5" 1,500psi 1/4NPT 

SEC-203L-254P 2.5" 3,000psi 1/4NPT 

SEC-203L-254R 2.5" 5,000psi 1/4NPT 

SEC-203L-254U 2.5" 10,000psi 1/4NPT 

Pressure Gauges

• Dial Sizes: 2 ½” 
• Stainless Steel Case and Bezel 
• Wetted Parts: Brass (with built-in snubber) 
• Bourdon Tube:  Phosphor Bronze  
• Lens: Plastic 

• Liquid Filled 
• Accuracy : 3-2-3 % 
• Dual Scale: PSI & Bar (x100=kPa) 
• Ambient temperature: 30°F to 160°F 

Stainless Steel Case Gauges 

Part Number Dial Ø Pressure Range Port Port Position 
GS-011.5030CSBA18 

1.5" 

30psi 1/8NPT 

Centre Back 
Mount 

GS-011.5030HGCSBA18 30"Hg Vacuum 1/8NPT 

GS-011.5060CSBA18 60psi 1/8NPT 

GS-011.5160CSBA18 160psi 1/8NPT 

GS-011.5030CSBO18 30psi 1/8NPT 

Stem Mount 
GS-011.5030HGCSBO18 30"Hg Vacuum 1/8NPT 

GS-011.5060CSBO18 60psi 1/8NPT 

GS-011.5160CSBO18 160psi 1/8NPT 

GS-012.0030CSBA14 

2.0" 

30psi 1/4NPT 

Centre Back 
Mount 

GS-012.0030HGCSBA14 30"Hg Vacuum 1/4NPT 

GS-012.0060CSBA14 60psi 1/4NPT 

GS-012.0160CSBA14 160psi 1/4NPT 

GS-012.0030CSBO14 30psi 1/4NPT 

Stem Mount 
GS-012.0030HGCSBO14 30"Hg Vacuum 1/4NPT 

GS-012.0060CSBO14 60psi 1/4NPT 

GS-012.0160CSBO14 160psi 1/4NPT 

Stem Mount 

Centre Back Mount 

• Dial Sizes: 1.5”, 2.0”  
• Case Material: Stainless Steel Case and Bezel 
• Wetted Parts: Brass (with built-in snubber) 
• Bourdon Tube: Phosphor Bronze  

• Lens: Plastic Lens 
• Accuracy : 3-2-3 % 
• Dual Scale: PSI & Bar (x100=kPa) 
• Ambient temperature: 30°F to 160°F 

All dimensions are mm 

Carbon Steel Case Gauges 




